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CT -  BW 2009 Burner Washer

Medium Pressure Typical Flow Connection/ 
Material

Fuel gas
Methane

20 mbar – 1.2 bar 
[0.3 – 17.4 psi]

12 – 20 slm 1/2“ Swagelok / ss

Propane
0.25 – 1.2 bar 

[3.6 – 17.4 psi]
4.8 – 8 slm 1/2“ Swagelok / ss

Hydrogen
1.0 – 2.25 bar 

[14.5 – 32.6 psi]
48 – 80 slm 1/2“ Swagelok / ss

Oxidation gas
Oxygen

3.0 –  5.0 bar 
[43.5 – 72.5 psi]

30 – 50 slm 1/2“ Swagelok / ss

Compressed air
5.0 – 6.0 bar 

[72.5 – 87.0 psi]
150 – 250 slm 1/2“ Swagelok / ss

Nitrogen
Standard system

7.0 – 10.0 bar 
[101.5 – 145.0 psi]

21 – 81 slm 1/2“ Swagelok / ss

w/o emergency dilution

Compressed air Standard system 
incl. dust  
reduction kit

6.0 – 8.0 bar 
[87.0 – 116.0 psi]

50 – 150 slm
 

200 – 650 slm

1/2“ Swagelok / ss

1/2“ Swagelok / ss

Water
Fresh water

3.0 – 7.0 bar 
[43.5 – 101.5 psi]

2 slm 1/2“ Swagelok / ss

Waste water
no back pressure, 

vented
2 slm

NPT tread (PVC-U)
1/2‘’ female,  
1’’ male

Cooling water
4.0 – 6.0 bar 

[58.0 – 87.0 psi]

8.0 – 30.0 slm 
depending on 

process
3/4“ Swagelok / ss

Exhaust Clean gas -5 – -7.5 mbar  
[-0.07 – -0.11 psi]

depending on 
process

DN 100  
(pipe 104 x 2) 

Cabinet  
ventilation

-0.6 – -2.5 mbar 
[-8.7 – -0.04 psi]

>120 m3/h 
[>70.6 cfm]

DN 100  
(pipe 104 x 2) 

Neutralisation Sorption medium < 2.0 bar 
[< 29.0 psi]

depending on 
process

ferrule fitting PTFE

Weight > 660 kg [1,455 lbs], 1 module 1 electrical cabinet

Power supply L1/L2/L3/N/PE~400 V 50/60 Hz [16A] 0.6 – 1 kW Harting plug

Dimensions 
[W x D x H]

1,310 mm x 793 mm x 1,960 mm [51.6 inch x 31.2 inch x 77.2 inch]


